MODEL 7100
MONOBLOCK VALVE




THE HUSCO® 7100's OPTIONS

Model 7100's are single or multiple spool
directional control valves in a single casting,
designed for use with parallel, conventional
and series circuit hydraulic systems, of open
and closed center types. Combinations of
circuitry can be designed into an individual,
compact valve envelope.

Proven spool and casting design yields low
operating efforts and exceptional metering
characteristics for precision control. Standard
spool types include single acting, double
acting, high pressure and low pressure
regenerative, double acting float and motor.
Custom designed spools can be made to meet
your specifications.

Most design requirements can be met with a
variety of end mechanisms and work port
options, in conjunction with spool and casting
designs.

FEATURES

Up to 5500 psi (380 bar) operating pressure rating
on certain models.

Low operating efforts.

Precision metering.

Hard chrome plated spools.

Load drop check for each ciruit.
Symmetrical spools can be used for “right”
and “left” hand requirements.

Special filtration not required.

Spool wipers and seals.

Open or closed center options.

® High pressure carryover (Power beyond)
® SAE straight thread, split flange and B.S.P.
ports
® Parallel, conventional, series and
combination circuitry.
® End mechanisms:
- Spring centered;
- Single or multiple position detent;
- Hydraulic pilot operated;
- 4th position, float;
- Magnetic detent.
@® Auxiliary valves:
- Pilot operated relief valve;
- Pilot operated relief valve/anti-cavitation
check combination;
- Anti-cavitation check;
- Externally ventable check;
- Pilot operated, dual stage relief valve;
- Pilot operated relief valve/externally
ventable check combination.

CIRCUIT TYPES
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Oil will be available to all actuated spools via
the parallel passage.
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